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Stainless Steel USP 800 Pharmacy Sink Features:

» Medical Grade - heavy duty construction
+ 16 Gauge Type 304 Stainless Steel

* #4 Finish

» Adjustable Thermostatic Mixing Valve

» Automatic Timer, Knee-operated or Electronic Infra-
Red sensor

« Removable Bay Panels

* 115°F Temperature Protection

» Anti-Splash Tub

« Removable Shower Head

« 1 station sink sizes

« Extra small scrub sink models available in 28 inches
» Pedestal Base or Wall Mounting with Chair Carrier

» Adjustable Pressure Regulator

USP 800 Pharmacy Scrub Sink

A Hands-free, USP 800 scrub sink, is important to facilitate proper hand washing before
donning the gown in the USP 800 pharmacy anteroom. It is important to select the
appropriate hand wash/eyewash sink to fit the layout and size of the positive anteroom
next to the HD Compounding areas to meet USP’s standards. The USP 800 scrub sink
with emergency eyewash is located in the scrub room, to minimize the risk of bringing
contaminants into the pharmacy anteroom.

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

_ (781) 935-4400 (800) 221-4439
= Proudly Made in the USA www.continentalmetal.com

USA for over 75 years -
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USP 800 Sink Requirements
A sink must be available for hand-washing
A plumbed Eyewash station meeting applicable laws and
regulations must be available.
Locations of water sources and drains will not interfere with
required ISO classifications
No sinks or floor drains are included in the HD buffer.
In ISO Class 7 ante-room, a hand washing sink must be placed
in the ante-room at least 1-meter from the entrance to the HD
buffer room to avoid contamination migration into the negative
pressure HD buffer room
A hand-washing sink must be placed at least 1 meter
from C-PEC and may be either inside the non
classified room or directly outside the C-SCA

USP 800 Eyewash Requirements

Factory Pre piped for easy installation

2 polypropylene spray heads

each spray head has a flip-top dust cover
Internal 1.6 GPM flow control and filter to remove impurities from water

Meets ANSI z358.1-2014

dual thermostatic mixing valves ensuring temperature control protection

easy 65-100 degree swing down to activate water flow

In-line strainer to protect spray heads and valve components from debris in water
line

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801
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Specifications:

Continental Metal Products Surgical Scrub Sinks are constructed of 16 gauge, type 304 stainless steel with horizontal and
vertical corners coved to %4” radius. All corners are to be welded and all welds ground and polished to match No. 4 finish.
Sinks shall have sloping basin to eliminate back splash. Each station shall be equipped with 2” IPS stainless steel drain,
anti-splash gooseneck faucet, built-in flow control and removable plexiglass partition to isolate each bay. Shower head is
easily removable for proper cleaning. Outer enclosure is constructed of 18 gauge stainless steel and shall have removable
stainless steel access panels. Soap bottle shelf shall be located behind panels when optional soap dispenser pump is
specified in either knee operated, foot pedal or infrared sensor options.

An exposed removable control panel shall be located above the sink on the slope portion behind each faucet. The water
tight control panel shall be a non-corrosive material bonded with a black satin finished fascia with temperature settings and
silk screen markings. A thermal non-electric (no-shock) adjustable mixing valve with pressure balancing control panel for
maintaining constant water temperature shall be mounted behind control panel with the chrome plated temperature
adjusting handle and dial exposed through control panel. The mixing valve shall be provided for a selection of water
temperature up to 115°F. Preset high limit stops shall prevent water flow in excess of 115°F. Electronic and Automatic
models contain solenoids for water control which are accessible behind control panel.

Manual Surgical Scrub Sinks (AS models) contain a water flow control valve behind the front panel labeled “WATER”. The
valve is turned “on” with moderate knee pressure applied at any point against front panel and turned “off” upon second
application of knee pressure to panel. Each bay is completely interpiped.

Electronic Surgical Scrub Sinks (E Models) contain an infrared sensor to control water flow. The scrub cycle is activated
when the operator stands within range of the electronic sensor located below water spout. Tempered water flows for as
long as the operator stays within the sensor’s range. The sensor has a four second delay (standard, can be customer
determined) before turning off to avoid stop/start conditions if the operator briefly leaves the sensor’s range. If the sensor
malfunctions, it can be replaced in as little as ten minutes. The sensor will also continue to operate error-free if the sensor
screen is not cleaned periodically. Each bay shall be individually interpiped and interwired to solenoid, control module
sensor and 24VAC transformer. Multiple bay units shall be wired to common junction box requiring only one electrical
connection to sink.

Automatic Surgical Scrub Sinks (A Models) contain a digital timer to control water flow. The scrub cycle is activated by
pressing the 1, 3, 5 or 10 minute cycle pad followed by the start button. Digital time is displayed in minutes and seconds as
time elapses. Solenoid valve will open and allow tempered water to flow for selected cycle period. Audible buzzer sounds
for two seconds indicating end of scrub cycle. The digital timer also contains an “abort” button to terminate the scrub cycle
prematurely.

Scrub Sinks are supported by in-wall chair carriers or a stainless steel pedestal base. Sink is to be installed with front rim of
sink 39 %4“ and bottom of sink 16” above floor.

Service Requirements:

All Models (per bay)
%" IPS Hot Water (120 - 140°F @ 45 - 70 PSI) - 1/2 " supply lines are acceptable
%" IPS Cold Water (40 - 70°F @ 45 - 70 PSI) - 1/2 " supply lines are acceptable

2” IPS Drain

Electronic Models with sensor — 120V, 60HZ, 1PH, 2 Amps (hard wired)
Automatic Models with digital timer — Provide 120V, 60HZ, 1PH electrical outlet per bay
Models with optional digital timer — Provide 120V, 60HZ, 1PH electrical outlet per bay

Units are also available for 220/240V, 50/60HZ (International) Heavy Duty Brass Plumbing Components
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Manual Surgical Scrub Sinks

Knee Operated Water Flow Tempered water is easily turned on/
off by pressing the knee anywhere on the labeled water panel.

1-32AS - 32” wide x 27 4" deep x 38” high (one bay)

Special Size for Small Spaces

1-28AS - 28” wide x 27 14" deep x 38” high (custom one bay)

Electronic Surgical Scrub Sinks (Infrared)

Infrared Sensor Controlled Water Flow Tempered water flows for as
long as the operator stays within the sensor’s range.

Touch free Sensor Controlled Soap Option Available

1-32E - 32” wide x 27 4" deep x 38” high (one bay)

Special Size for Small Spaces

Automatic Surgical Scrub Sinks

Digital Timer Controlled Water Flow Tempered water will begin to
flow when the operator selects desired scrub duration from the
digital timer.

Water will automatically turn off when the timer reaches zero.

1-32A - 32” wide x 27 V4" deep x 38” high (one bay)s)

Eye Wash/,

Special Size for Small Spaces

1-28A - 28” wide x 27 14” deep x 38” high (custom one bay)

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

. (781) 935-4400 (800) 221-4439
Proudly Made in the USA www.continentalmetal.com
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sales@continentalmetal.com
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Application: AutoFlow™ eyewash for mounting on wall,
Spray heads swing down from storage to operational position,
activating water flow. Available in a variety of spray head
configurations to minimize obstructions at a sink. Note: If
unit is not installed at a sink, floor drain should be provided
underneath unit to prevent accumulation of water on floor.

Spray Head Assembly: Two GS-Plus™ spray heads, Each head
has a "flip top” dust cover, internal flow control and filter to
remove impurities from the water flow.

Valve: 1/2" IPS plug-type valve with PTFE coated O-ring seals.
Swinging head assembly from storage to operational position
opens orifice and activates water flow. Unit remains in

operation until head assembly is returned to storage position.

Strainer: Unit is furnished with in-line strainer to protect
valve and spray heads from debris in water line.

Mounting: Valve is installed in Type 316 stainless steel
housing. Mount housing on wall using anchors or other
mounting hardware.

Construction: Polished chrome plated brass.
Supply: 1/2" NPT female inlet.
Sign: ANSI-compliant identification sign.

Quality Assurance: Unit is completely assembled and water
tested prior to shipment.

Available Options
DC Stainless steel dust cover for each spray head

Thermostatic mixing valve precisely blends hot
and cold water to deliver warm (tepid) water as required
by ANSI Z358.1-2014. Refer to “Tempering Valves” section
for complete technical and product selection information.

Listed BTI6. Units have been |
tested to and comply with [P =
ANSI Z3381-2004 and the B

Uniform Plumbing Code.

USP 800 Pharmacy Sinks are a part of CMP’s
Smart Solutions for USP 800 Pharmacies
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e
POUTON .

Swing Head Down to Activate

To Activate Emergency Eyewash Water Flow:
¢ Swing Outlet Head Assembly Down 100 Degrees
from Vertical to Horizontal Position
e Valve will begin to Open at 65 Degree Activation Point |}

EYEWASH CLOSED POSITION-
STRAIGHT UPWARD / VERTICAL

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

_ (781) 935-4400 (800) 221-4439
= Proudly Made in the USA www.continentalmetal.com

USA for over 75 years .
sales@continentalmetal.com
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Details: kf
Model 1-32-E Shown

(with optional soap dispenser)

1 Eyewash
mounted
Gooseneck spout inside tub Connected
. o separate
with flow control and hermostte i o
removable head - S

foot pedal control available

K Thermostatic mixing valve ]
Soap spout - Optional Removable control panel ]
infrared soap control or .~

( Digital Timer —

Preset 1, 3, 5 or
10 minute cycles

(120VAC w/cord
& plug)

[ %" R. coved corners ]\
[ 16 Ga. anti-splash tub ]\

-
Easily removable flush
L front access panels

Knee activated soap panel (removable)

/Scrub Sinks Available with Optional |
Laminar Flow Shower Head:
- Provides splash free laminar stream
- Pressure compensating for constant flow
- Unbreakable single piece insert for longer life
- Recommended for use in medical facilities to
prevent airborne bacteria from entering the
\ water stream

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

. (781) 935-4400 (800) 221-4439
Proudly Made in the USA www.continentalmetal.com

USA for over 75 years -
sales@continentalmetal.com
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USP 800 SINK EYEWASH MOUNTING HOLE
- Pre-drilled at factory

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

. (781) 935-4400 (800) 221-4439
= Proudly Made in the USA www.continentalmetal.com
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Stainless Steel
USP 800 Sink with Ey‘ewash

Meets
ANSI Z358.1-2014
Requirements

* Eyewash Mounted Independently to back of sink basin
* Eyewash is NOT mounted to faucet
* Independant Mixing Valve for temperature protection

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

. (781) 935-4400 (800) 221-4439
= Proudly Made in the USA www.continentalmetal.com

USA for over 75 years -
sales@continentalmetal.com
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Stainless Steel
USP 800 Sink with Eyewash Activated Position

= = = — d
_emp r:r‘;_\

&)

Meets
ANSI Z2358.1-2014
Requirements

« Eyewash Mounted Independently to back of sink basin
« Eyewash is NOT mounted to faucet
* Independant Mixing Valve for temperature protection

USP 800 Pharmacy Sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.

Smart Solutions for USP 800 Pharmacies Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

. (781) 935-4400 (800) 221-4439
= Proudly Made in the USA www.continentalmetal.com

USA for over 75 years -
sales@continentalmetal.com
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61/2"
(165mm)

(@ Gs-PLUs™
_ SPRAYHEADS
A'd

USP 800 Sinks

STORAGE  [[ 1 ’J ]
POSITION St AJ | /]
L= /)
I
__ CHROME PLATED C
BRASS SUPPLY ARM ‘
g | 145/8"
’
‘ “ (371mm)
TYPE316 STAINLESS ACTIVATION [
STEEL ENCLOSURE | POINT L
‘ 65° I 1/2" NPT
[ __ CHROME PLATED - L FEMALE
IN-LINE STRAINER — | / BRASS SWIVEL FITTING Pl O UNION INLET /
/] / (330mm) T ¢ /
SN— - ) ] [ NaL Ssal /
[} / .-=z==~_ OPERATIONAL RNy »
212" SR {-Z1723 POSITION [ N i/
(64mm) X g [ o j '
7!¥ | S— . Ry, 33 .‘ = e ST - "::1.23’;71_,,” —— b2
o3| : s BN
(83mm) I (29mm)
33/4"
418 =
(105mm) (95mm)
5" - 5"
s — (127mm)
NOTES: AT}
— MOUNTING DETAIL
1. SWINGING OUTLET HEAD ASSEMBLY DOWN 100 DEGREES FROM VERTICAL TO
HORIZONTAL POSITION ACTIVATES WATER FLOW. 112"
2. EACH GS-PLUS™ SPRAY HEAD HAS A "FLIP-TOP" DUST COVER, INTERNAL FLOW (38mm) = .1
CONTROL AND FILTER TO REMOVE IMPURITIES FROM THE WATER FLOW. i !
3. MOUNT HOUSING ON WALL USING ANCHORS OR OTHER HARDWARE. ova - 15/8°
4. UNIT IS FURNISHED WITH IN-LINE STRAINERTO PROTECT SPRAY HEADS AND VALVE (5mm) A @mm)
COMPONENTS FROM DEBRIS IN WATER LINE. e B
5. UNIT SHOULD BE INSTALLED SUCH THAT WATER FLOW PATTERN IS POSITIONED (2?7/8) = [ Rev. 020518
mm,

BETWEEN 33" AND 53" ABOVE FLOOR.
6. VALVE BEGINS TO OPEN AT "ACTIVATION POINT" SHOWN ABOVE.

USP 800 Pharmacy Sinks are a part of CMP’s
Smart Solutions for USP 800 Pharmacies

Proudly Made in the USA
USA for over 75 years
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