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Smart Solutions for Sterile Processing (SPD)

Stainless Steel Decontamination Work-Sink Features:

» Hospital Grade - heavy duty construction
» 16 Gauge Type 304 Stainless Steel Countertop
* #4 Finish
« Raised No Drip Edge
* Adjustable Bullet Feet
« Covered corner integral sink
* Holes in Counter for Faucets
» Reinforcement Channels
» Optional End Splashes Available
« Stainless Steel Sink Apron
* Integral Backsplash
» Custom Sizes and Configurations
« Multiple Customizable Plumbing Components and Accessories Available as Options

Adjustable working height for improved ergonomics
* Push button operation
» 347 to 41" working height range
» Mechanically controlled for better position control with self-locking feature

Decontamination Work-Sink

State of the art stainless steel Decontamination Sink Workstations or Reprocessing
clean-up sinks and workstations, have everything you need to maximize workflow and
optimize infection control. CMP makes many different styles of decontamination sink
workstations for SPD / CSSDs, Soiled Utility, Soiled Holding, Soiled Workrooms and other
hospital and Ambulatory Surgery Center (ASCs) cleaning areas. These beautifully crafted
processing sinks have the tools required to properly, safely, and effectively manually
clean your instruments while meeting AAMI requirements. CMP multi-sink workstations
and sink units are designed for your specific Sterile Processing Department and Central
Sterile Supply Department needs to meet Joint Commission Standards. Options

include single, double or triple sink configuration.

Contact CMP for more information sales@continetalmetal.com 781-935-4400
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Decontamination Work-Sink

Smart Solutions for Sterile Processing (SPD)

Specifications:

Continental Metal Products Stainless Steel Sink Workstations shall be constructed of type 304 stainless
steel with a no. 4 finish. All corners are welded, ground, blended and polished to match a no. 4 finish.

Standard dimensions shall be 25” deep x 36 to 37-'2" high x 48” to 120” wide (in 12” increments).

Unit shall be constructed of no. 16 gauge stainless steel top with 1/8” high raised no drip marine edge on
front and two sides to retain water droplets. Rear shall have a backsplash with 74" radius at counter top,
flanged up 4” high and returned back 1” wide and down 72" to form boxed type edge. Underside of top
shall be reinforced with no. 16 gauge channels to prevent warping or distortion.

No. 18 gauge stainless steel integral sinks shall be provided as specified with 1-3/4” radius coved corners.
See below for available standard sink sizes. Top is punched to accommodate specified plumbing fixtures.
Front and two sides of workstation shall have a no. 18 gauge stainless steel apron to conceal sink bowls.

Workstation shall be freestanding and mounted on 1-5/8” O.D. no. 16 gauge tubular stainless steel legs
with enclosed square set screw sockets and adjustable bullet feet to vary height from 36” to 37-%"
maximum. Four (4) legs are provided for tables 48” to 72” and six (6) legs for 84” to 120” widths.
Crossbracing shall be used to secure legs and ensure stability. Offset wall clips are provided for securing
equipment at backsplash.

Standard service connections required are %" hot water, 72" cold water and 1-'2" waste.
Dimensions

Multi-sink Workstations and Decontamination sinks

* Width:
+ 1 Sink (WS1-xx) - 48”, 607, 727, 84", 96", 102", 120"
+ 2 Sinks (WS2-xx) - 607, 727, 84", 96", 102", 120"
3 Sinks (WS3-xx) - 84", 96”7, 102", 120"
+ Custom widths Available on request

* Depth: 25”

* Height: 36" — 374"

* Adjustable height ergonomic model: 34” to 41”

Decontamination Work-sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.
Healthcare Division

Smart Solutions for Sterile Processing 35 Olympia Avenue, Woburn, MA 01801
(781) 935-4400 (800) 221-4439
www.continentalmetal.com
sales@continentalmetal.com

E Proudly Made in the USA
USA for over 75 years
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Smart Solutions for Sterile Processing (SPD)

Model # # of Sinks Dimentions Options

WS1-48 1 25"Dx36"Hx48" W Stainless Steel Under Shelf

WS1-60 1 25"Dx36"H x60"W Sink on Left or Right side in One Sink Model

Ws1-72 1 25"Dx36"H x72"W Left End Splash

WS1-84 1 25"Dx36"H x 84" W Right End Splash

WS1-96 1 25"Dx36"Hx96" W Adjustable height Ergonomic model

WS1-108 1 25" Dx36"Hx 108" W Multiple Customizable Plumbing Accessories;

WS1-120 1 25"Dx36"H X 120" W Hot and Cold Pre Rinse Spray Fixture

WS2-60 2 25"Dx36"H x60"W Air Gun / Pistol with attachments for suction or drying

WS2-72 2 25"Dx36"H x72"W Distilled Water Faucet

WS2-84 o 25"Dx36"H x 84" W L_ever Handle Waste Drain enabling external drainage of
sink bowls

WS2-96 2 25"Dx36"Hx96" W Emergency Eye Wash

WS2-108 2 25"Dx 36" Hx 108" W R/O - Reverse Osmosis Water

WS2-120 2 25"Dx36"H X120" W Custom Sizes

WS3-72 3 25"Dx36"H x72"W Standard Sink Sizes

WS3-84 3 25"Dx36"H x84 W 14" x 14" x 7-%%",0r 12" deep

WS3-96 3 25"Dx 36"Hx 9" W 14" x 16" x 7-%",10-%%" or 12"deep ~ CUSTOM

WS3-108 3 25"Dx36"Hx 108" W 14" x 18" x 7-%%",10-%2" or 12" deep ~ SIZE

WS3-120 3 25"Dx36"H X 120" W 16" x 16" x 7-%2", 10-%2" or 12" deep. ~ BASINS

These Models are part of our standard product Line 16" x 22" x 7-%", 10-¥2" or 12" deep AVAILABLE

Custom Sizes Available

30-1/2” x 16 x 10-'%2" deep
Extra large size accommodates Da Vini Robotics

Continental Metal Products Co., Inc. — 35 Olympia Avenue, Woburn, MA 01801
Phone (781) 935-4400 www.continentalmetal.com sales@continentalmetal.com
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Decontamination Work-Sink

Smart Solutions for Sterile Processing (SPD)

Options:

- Stainless Steel Under Shelf
+ Sink on Left or Right side in One Sink Model
* Left End Splash
+ Right End Splash
* Adjustable height Ergonomic model
+ Multiple Customizable Plumbing Accessories;
* Hot and Cold Pre Rinse Spray Fixture
+ Air Gun / Pistol with attachments for suction or
drying
+ Distilled Water Faucet

* Lever Handle Waste Drain enabling external drainage of sink bowls

« Emergency Eye Wash
* R/O - Reverse Osmosis Water

» Custom Sizes Units, Basins and Orientation of Basins

Decontamination Work-sinks are a part of CMP’s
Smart Solutions for Sterile Processing

Proudly Made in the USA
E USA for over 75 years

Continental Metal Products, Corporation, Inc.

Healthcare Division
35 Olympia Avenue, Woburn, MA 01801

(781) 935-4400 (800) 221-4439
www.continentalmetal.com

sales@continentalmetal.com
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Smart Solutions for Sterile Processing (SPD)
Related Products

Sterile Processing Department (SPD)
Related Equipment

CMP offers the perfect companion products to our reliable Pass Through Windows for SPD,
Decontamination and Dirty/Soiled Utility in Hospitals, Ambulatory Surgery Center’s (ASCs), Dental
Surgery Clinics and Endoscopy Facilities

Surgical Instrument Pass Through Windows = pegboard Cabinets
Pegboards and

. Stainless Steel Stainless Steel
Accessories Optional shelf/shelves Recessed
Stainless Steel 1/4” Tempered Glass Mobile

Hinged Model

Many standard sizes
Double Hung Model

Custom Sizes

Freestanding
Optional Slope Top

Baskets Lead-Lined option Many Standard Sizes
Hooks and Pegs Learn More Automated Roll-up door
Learn More Learn More

Decontamination Work-sinks are a part of CMP’s Continental Metal Products, Corporation, Inc.
Smart Solutions for Sterile Processing Healthcare Division
35 Olympia Avenue, Woburn, MA 01801
_ (781) 935-4400 (800) 221-4439
g Proudly Made in the USA www.continentalmetal.com
USA for over 75 years sales@continentalmetal.com
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DECK MTD. H & CW FAUCET W/
SWING SPOUT & PRE-RINSE
SPRAY W/ 4 FT FLEXIBLE HOSE

REQUIRED SERVICES

1/2" HOT WATER @ 30 PSI MIN.

1/2" COLD WATER @ 30 PSI MIN.
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& 1-%" TAILPIECE.

#18 GA S/S SKIRT

‘ #16 GA S/S TOP W/ RAISED MARINE
EDGE ON FRONT & RIGHT SIDE & 4" H.
INTEGRAL COVED CORNER BACK-SPLASH

1/4” RAD. CORNER
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NOTES:
1. ALL FIXTURES ARE FURNISHED LOOSE FOR
INSTALLATION BY PLUMBING CONTRACTOR.
2. ALL S/S SHALL BE TYPE 304 POLISHED
T0 NO. 4 FINISH.
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%v 1-1/2" S/S BASKET DRAN

W/ 4" LG. TAILPIECE

ALL SERVICES MUST BE ROUGHED IN FROM
REAR WALL. HEIGHTS ARE SHOWN TO BOTTOM
OF CONNECTIONS. ALLOWANCES MUST BE MADE
FOR VALVES, TRAPS AND OTHER CONNECTION
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SECTION @ \ 1-5/8" DIA. S/S TUBULAR
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REVISIONS

NO.

DATE

BY

mnp,

CONTINENTAL METAL PRODUCTS ~ CO., INC.
35 OLYMPIA AVE. — WOBURN, MA. 01888

MODEL NO. WS1-48 WORK STATION W/ (1) SINK
22" x 16" x 7-1/2" DP.
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DECK MTD. H & CW FAUCET W/
SWING SPOUT & PRE-RINSE
SPRAY W/ 4 FT FLEXIBLE HOSE

—~—— 2200—= 416 GA S/S TOP W/ RAISED MARINE
PLAN VIEW EDGE ON FRONT & LEFT SIDE & 4” H. 6.75
INTEGRAL COVED CORNER BACK-SPLASH
& RIGHT END-SPLASH. INTEGRAL COVE
CORNER SINKS W/ S/S BASKET DRAN

36.00

1/4" RAD. CORNER
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NOTES:

1. ALL FIXTURES ARE FURNISHED LOOSE FOR
INSTALLATION' BY PLUMBING CONTRACTOR.

2. ALL S/S SHALL BE TYPE 304 POLISHED

70 NO. 4 FINISH.
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1/2" COLD WATER @ 30 PSI MIN.
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CONTINENTAL METAL PRODUCTS ~ CO., INC.
35 OLYMPIA AVE. — WOBURN, MA. 01888

MODEL NO. WS2-72 WORK STATION W/ (2) SINKS
27"

x 16" x 7-1/2" DP.
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CONTINENTAL METAL PRODUCTS ~ CO., INC.
35 OLYMPIA AVE. — WOBLRN, MA. 01888

REAR WALL. HEIGHTS ARE SHOWN TO BOTTOM

OF CONNECTIONS. ALLOWANCES MUST BE MADE

MODEL NO. WS3-84 WORK STATION W/ (3) SINKS

14" x 16" x 7" DP.
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